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Available only from Richmond Plywood Corporation Limited 
(Richply), ULTRAFORM is the ultimate medium density overlaid 
forming plywood for concrete formwork.

As a member of the APA - Engineered Wood Association,
Richply can assure that all plywood manufactured in its plant is 
subjected to APA's stringent quality control procedures.  
ULTRAFORM meets or exceeds the COFIFORM SP 
PLUS standard and it is the only product bearing the 
COFIFORM SP PLUS mark.  ULTRAFORM is manufactured 
under APA's accredited ISO Guide 65 quality assurance 
program. 

ULTRAFORM is manufactured according to the specifications 
of CSA O121 and its EXTERIOR grade glue line is WBP rated.

BENEFITS

PRODUCT SPECIFICATION

RELEASE AGENT

CONSTRUCTION, DIMENSIONS AND PACKAGING

Each panel is treated with Nox-Crete release agent.  This inhibits 
moisture penetration into the panel as well as acts to improve the 
release of the panel from the concrete.  Nox-Crete helps to 
eliminate concrete build-up and dusting and aids in ease of 
stripping.

Every ULTRAFORM panel is made with 100% Douglas fir veneers 
(face, back and core) with 7-ply construction for superior strength 
and stiffness.  

Cross-laminated veneers make the panels tough, durable, and 
split-proof from nailing.

Phenolic resin overlays on one or both sides maximize 
re-use potential.

Factory edges are painted with water and alkali resistant edge 
sealant in your choice of finishes:
- Blue:  Opaque
- Burgundy:  High Flow

Sizes:           4 x 8 foot (1220 x 2440 mm) standard dimension

Thicknesses : 17.5 mm and 19 mm

Packaging:     50 panels/unit (17.5 mm)
           44 panels/unit (19 mm)

Other thicknesses and sizes or overlays on two sides are 
available on special order.

1. Easy to use and maintain, ULTRAFORM provides a smooth
matte-finish concrete. Surfaces are treated with Nox-Crete® 
release agent that protects the surface while reducing form 
damage and easing striking effort.

2. ULTRAFORM's strength and stiffness, impact resistance, 
tough overlaid surface, quality edge seal, and EXTERIOR 
glue bond allow for multiple re-uses.

3. ULTRAFORM's low water transmission rate from a constant 
water/cement ratio results in a harder, denser concrete 
surface.
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